Ref 
# 


Hits 


Search Query 


DBS 


Default 
Operator 


Plurals 


Time Stamp 


SI 


8 


authenticat$4 near user near router 


US-PGPUB; 
USPAT; 
EPO; JPO; 
DERWENT; 
IBM_TDB 


OR 


ON 


2005/02/02 07:51 


S2 


31 


authenticat$4 near user near3 
router 


US-PGPUB; 
USPAT; 
EPO; JPO; 
DERWENT; 
IBIV|_TDB 


OR 


ON 


2005/02/01 10:42 


S3 


52 


authenticat$4 near user nearS 
router 


US-PGPUB; 
USPAT; 
EPO; JPO; 
DERWENT; 
IBM_TDB 


OR 


ON 


2005/02/01 10:46 


S4 


62 


authenticat$4 near user same 
router same packet 


US-PGPUB; 
USPAT; 
EPO; JPO; 
DERWENT; 
IBI^_TDB 


OR 


ON 


2005/02/01 10:48 


S5 


15 


S4 and @ad<"1999i207" 


US-PGPUB; 
USPAT; 
EPO; JPO; 
DERWENT; 
IBM_TDB 


OR 


ON 


2005/02/0110:49 


S6 


88 


authenticat$4 near user same 
(router switch) same packet 


US-PGPUB; 
USPAT; 
EPO; JPO; 
DERWENT; 
IBM_TDB 


OR 


ON 


2005/02/01 10:49 


S7 


24 


S6 and @ad<"19991207" 


US-PGPUB; 
USPAT; 
EPO; JPO; 
DERWENT- 
IBM_TDB 


OR 


ON 


2005/02/02 10:18 


S8 


1 


f"5898780"^ PN 


US-PGPUB' 
USPAT 


OR 


OFF 


2005/02/01 14'23 


S9 


1 


("5752b03").PN. 


US-PGPUB; 
USPAT 


OR 


OFF 


2005/02/02 10:15 


SIO 


7 


fail$3 near authenticat$4 with email 


US-PGPUB; 
USPAT; 
EPO; JPO; 
DERWENT; 
IBM_TDB 


OR 


ON 


2005/02/02 07:52 


Sll 


23 


fail$3 near authenticat$4 same 
email 


US-PGPUB; 
USPAT; 
EPO; JPO; 
DERWENT; 
IBM_TDB 


OR 


ON 


2005/02/02 07:55 
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S12 


70 


fail$3 same email same user same 
administrator 


US-PGPUB; 
USPAT; 
EPO; JPO; 
DERWEIVJT* 
IBM_TDB 


OR 


ON 


2005/02/02 07:56 


S14 


3297 


(713/201).CCI^. 


US-PGPUB; 
USPAT 


OR 


OFF 


2005/02/02 10:15 


S15 


860 


S14 and authienticat$4 and (router 
switch bridge) 


US-PGPUB; 
USPAT; 
EPO; JPO; 
DERWEIMT; 
IBM_TDB 


OR 


OFF 


2005/02/02 10:16 


S16 


210 


S14 and autlienticat$4 same (router 
switch bridge) 


US-PGPUB; 
USPAT; 
EPO; JPO; 
DERWENT" 
IBM_TDB 


OR 


OFF 


2005/02/02 10:16 


S17 


891 


(713/168).CCl^. 


US-PGPUB; 
USPAT 


OR 


OFF 


2005/02/02 10:16 


S18 


1421 


S14 and (router switch bridge) 


US-PGPUB; 
USPAT; 
EPO; JPO; = 
DERWENT; 
IBIV|_TDB 


OR 


OFF 


2005/02/02 10:16 


S19 


266 


S17 and (router switch bridge) 


US-PGPUB; 
USPAT; 
EPO; JPO; 
DERWENT" 
IBM_TDB 


OR 


OFF 


2005/02/02 10:18 


S20 


2382 


(37Q/389).CGLS. 


US-PGPUB; 
USPAT 


OR 


OFF 


2005/02/02 10:18 


S21 


257 


S20 and authenticat$4 


US-PGPUB; 
USPAT; 
EPO; JPO; 
DERWENT; 
IBI^_TDB 


OR 


OFF 


2005/02/02 10:18 


S22 


376 


S17 and @ad<"19991207" 


US-PGPUB; 
USPAT; 
EPO; JPO; 
DERWENT; 
IBM_TDB 


OR 


ON 


2005/02/02 10:18 


S23 


108 


S19 and @ad<"19991207" 


US-PGPUB; 
USPAT; 
EPO; JPO; 
DERWENT; 
IBi^_TDB 


OR 


ON 


2005/02/02 10:19 


S24 


79 


S21 and @ad<"19991207" 


US-PGPUB; 
USPAT; 
EPO; JPO; 
DERWENT; 
IB|v| TDB 


OR 


ON 


2005/02/02 10:19 
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S25 


69 


S16 and @ad<"19991207" 


US-PGPUB; 


OR 


ON 


2005/02/02 10-21 








USPAT; 














EPO; JPO; 














DERWENT; 














IBM.TDB 
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Results 1 - 8 of about 677 for "basic mobile IP" daterange:244971 8-2451 179. (0.30 seconds) 



Basic Mobile IP 

First Previous Next Last Index Home Text. Slide 6 of 25. 

wNAw.cs. berkeley.edu/-adj/ cs294-1.s98/mobileip/sld006.htm - 2k - Supplemental Result - 
Cached - Similar pages 

[PPT] Scalable Support For Transparent Mobile Internetworking 
File Format: Microsoft Powerpoint 7 - View as HTML 

... Basic Mobile IP Protocol(l). home agent, mobile host, (care-of address), foreign agent. 
... host packet, tunneling, mobile host, (home address). Basic Mobile IP Protocol ... 
camars.kaist.ac.kr/-hyoon/ courses/cs712/97/paper/chap3.ppt - Supplemental Result - 
S im i l ar pa g es 

Draft-malkin-pnsmip-OO.txt G. Malkin N Kossack P. Raison Bay ,.. 

... 1. Introduction The basic Mobile IP protocol requires support for that protocol on the 

Mobile Node connecting to a network. ... 

hegel.ittc.ukans.edu/topics/internet/ internet-drafts/draft-m/draft-malkin-pnsmip-OO.txt - 20k 
Supplemental Result - Cached - S]milarj3a 



Sponsored Links 

Internet on the Road 
Broadband from any place 
Take it with you when you travel 
www.mobileinternet.bz 



RFC 2006 

... mipEntities, mipEnable, mipEncapsulationSupported } STATUS current DESCRIPTION 
"A collection of objects providing the basic Mobile IP entity's management ... 
www,graphcomp.com/info/rfc/rfc2006.html - 98k - Supplemental Result - 
C ach ed - Similar pages 

Editor's note: These minutes have not been edited. Mobile IP ... 
... It was conducted with the following agenda: Last Call for Discussions before 
Standardization of Basic Mobile IP [J.Solomon] Presentation of Broadcast ... 

gd.tuwien.ac.at/infosys/network/docs/ ietf.org/ietf/mobileip/mobileip-minutes-96mar.txt - 14k 
- Supplemental Result - Cached - Similar pages 

Internet Engineering Task Force G. Montenegro INTERNET DRAFT Sun ... 
... remote access. Because of this, items which may be optional in basic Mobile IP become 
absolute requirements for TSP. The registration ... 

watersprings.org/pub/id/draft-montenegro-tsp-00. txt - 38k - Supplemental Result - 
Cached - S imil a r pa ges 

Received: from ietf.nri.reston.va.us by lETF.CNRLReston.VA.US id ... 
... Here is a copy of the abstract from the draft: This document defines extensions to the 
operation of the basic Mobile IP protocol to allow for optimization of ... 
ftp.belnet.be/pub/mirror/ftp.ietf.org/ ietf-mail-archive/mobileip/1995-03 - 101k - Supplemental 
Result - Cache d - S imi l ar pa g es 

Received: from ietf.nri.reston.va.us by lETF.CNRLReston.VA.US id „. 

... I have (mostly) done that, too. Lastly, there are a few details that need to be incorporated 

into a new draft for the basic mobile-IP specification. ... 

ftp. belnetbe/pub/mirror/ftp. ietf.org/ ietf-mail-archive/mobileip/1995-07 - 101k - Supplemental 
Result - Cached - Similar pages 
[ More results from ftp.belnet.be ] 

In order to show you the most relevant results, we have omitted some entries very similar to the 8 already 
displayed. 

If you like, you can repeat the search with the omitted results included . 
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Results 1 - 10 of about 188,000 for user authentication router daterange:2449718-2451179. (0.16 seconds) 



IPng Mail Archive: (IPng) Authentication and Mobiles 

... the router can then authenticate the originator, BUT the router / subnets/ domains ... 

Cells will need databases of mobile addresses and user authentication data. ... 

www.cs-ipv6.lancs.aauk/ipv6/ mail-archive/IPng/1 994-1 2/0279. html - 6k - Supplemental Result - Cached - Similar pages 

issll Mail Archive: EURESCQM P702 Questionnaire 

... this ? What are the main network security and user / router authentication 

issues in each scenario and how would you address this? ... 

www.cs-ipv6.lancs.ac.uk/ipv6/ mail-archive/issl/1997-03/0014.html - 22k - Supplemental Result - 

Cached - Similar p ages 

[ More results from ww w.cs-ipv 6.lancs.ac.uk ] 

Netrix 

... IP routing: The micro.pop includes a full-featured IP router supporting both static 
and dynamic routing of IP traffic. ... DIAL-UP USER AUTHENTICATION. ... 

www.cmet.net/rabco/rab_0263.html - 1 5k - Supplemental Result - Cached - Similar pages 

Network Working Group B. Fraser Request for Comments: 2196 Editor .., 
... to travel across network boundaries, usually the default at the router level ... services 
(eg, DNS, NFS, NTP, WWW), and security (ie, user authentication and access ... 
mirrors.xmission.com/rfc/rfc2196.txt - 101k - Supplemental Result - Cached - Similar pages 

Network iQ Router Reference Manual for Software Release 7.6 

... attached to an asynchronous port, the PC transmits a login name and password which 

the router compares against entries in the User Authentication Database and ... 

www.alliedtelesyn.c0.n2/ documentation/rel761/html/pppb.htm - 18k - Supplemental Result - Cached - Si mil ar pages 

Chapter 18: Asynchronous Call Control - Configuration Examples 

... in Chapter 11, Terminal Server for an example of attaching a modem to an asynchronous 

port and configuring the user authentication features of the router. ... 

www.alliedtelesynxo.nz/ documentation/rel74/html/acc005.htm - 17k - Supplemental Result - 

Cached - Similar pages 

[ M ore resu lts from www .a lliedtelesyn.co .n z ] 

About This Guide 

... PAP-TOKEN-CHAP authentication PAP-TOKEN-CHAP example for Enigma Logic server Configuring 
ACE authentication for remote bridge/router users Setting up CLID ... 
www.mikey.dircon.co.uk/radius/rad.htm - 86k - Supplemental Result - Cached - Similar p ages 

CoreBullder 2500 Extended Switching User Guide 

mismatchDead. Number of router dead interval mismatches that were detected. mismatchMask. ... 
authError. Number of authentication errors. packetXsum. ... 

support.3com.com/infodeli/tools/ switches/cb2500/cb2500/5361/5e1 3osa3.htm - 26k - Supplemental Result - 
Cache d - Similar pa ges 

virtual motion Internet MailBridge 

... the Internet using a modem, eliminating the need for a dial-up IP router. ... security 
is provided through the use of MD5 (APOP) user authentication and password ... 
www.virtualmotion.com/products/mailbridge.htm - 15k - Supplemental Result - Cached - Similar pages 

Draft-malkin-pnsmip-OO.txt G. Malkin N Kossack P. Raison Bay ... 

... identify a user's HN, authenticate that user within the ... The CPE is merely a router; 
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Cached - Similar pages 

Goooooooooogle ► 

Result Page: 1 2345678910 Next 
^ Free! Google Desktop Search : Search your own computer. 



juser authentication router dajeraj ^^^8 
Search within results | Language Tools | Search Tips | Dissatisfied? Help us improve 



Google Home - Advertising Programs - Business Solutions - About Google 

©2005 Google 



http://ww.googlexom/search?sourceid=navclient&ie=UTF-8&rls=GGLD,GGLD:2004-43,GGL 2/2/05 



